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CASSETTE SIZE²

10
-5

2 CS-XG-1299-B1
CS-XG-1295-B1
CS-XG-1275-B1

10
-5

0 CS-XG-1299-A#
CS-XG-1295-A#
CS-XG-1275-A1

10
-4

4 CS-XG-1271-D1
CS-XG-1251-D1

10
-3

6 CS-XG-1270-D1³
CS-XG-1250-D1³

10
-3

3 CS-XG-1290-D1
CS-XG-1270-D1

10
-3

0 CS-XG-1270-D1
CS-XG-1250-D1

10
-2

8 CS-XG-1290-D1
CS-XG-1270-D1

10
-2

6 CS-XG-1290-D1
CS-XG-1270-D1

MTB REAR DERAILLEUR² MAX

RD-XX-1E-A1
52TRD-X0-1E-A1

RD-GX-1E-A1

ROAD REAR DERAILLEUR MAX
RD-RED1-E-D1

44T³RD-FRC1-E-D1
RD-RIV1-E-D1

RD-RED-E-D1
36TRD-FRC-E-D1

RD-RIV-E-D1

RD-RED-E-D1
33T

RD-FRC-E-D1

ROAD REAR DERAILLEUR
RD-RED-E-D1
RD-FRC-E-D1
RD-RIV-E-D1

RD-RED1-E-D1
RD-FRC1-E-D1
RD-RIV1-E-D1

ROAD FRONT DERAILLEUR
FD-RED-E-D1
FD-FRC-E-D1
FD-RIV-E-D1

FD-FRC-EW-D1
FD-RIV-EW-D1

LEFT CONTROLLER RIGHT CONTROLLER
EC-AXS-RKSX-A1 EC-AXS-SRAM-A1

EC-GX-AXS-A1

LEFT CONTROLLER RIGHT CONTROLLER

RI
M

EB-RED-D1 EB-RED-D1
EB-FRC-D1 EB-FRC-D1

DI
SC

ED-RED-D1 ED-RED-D1
ED-FRC-D1 ED-FRC-D1
ED-RIV-D1 ED-RIV-D1

LEFT EXTENSION RIGHT EXTENSION 
EC-AXS-ZIPP-A1 EC-AXS-ZIPP-A1

BLIPBOX™
ES-EAC-BBOX-D1

BUTTONS
ES-EAC-MCLC-A1
ES-EAC-CLIC-A1
ES-EAC-BLIP-A1

1x CRANKSET
FC-XX-1-C#
FC-X0-1-C#

FC-GX-1C-C1
FC-GX-1-C1

PM-RED-1-D1
PM-FRC-1-D1
FC-RED-1-D1
FC-FRC-1-D1

1x WIDE CRANKSET
FC-FRC-1W-D1
PM-RIV-1W-D1
FC-RIV-1W-D1

2x CRANKSET
PM-RED-D1
PM-FRC-D1
PM-RIV-D1
FC-RED-D1
FC-FRC-D1
FC-RIV-D1

PM-RED-D1 52-39
PM-RED-D1 54-41
PM-RED D1 56-43

WIDE CRANKSET
FC-FRC-W-D1
PM-RIV-W-D1
FC-RIV-W-D1

MTB REAR DERAILLEUR
RD-XX-1E-A1
RD-X0-1E-A1
RD-GX-1E-A1

SEATPOST
SP-RVB-AXS-A1

SP-RVB-XPLR-A1

SEATPOST
SP-RVB-AXS-A1

SP-RVB-XPLR-A1

MASTER
COMPONENT

SYSTEM
COMPONENTS

SYSTEM
CONTROLLERS

DERAILLEUR, 
CASSETTE, 
CHAIN, AND 
CRANKSET/
CHAINRING 
COMPATIBILITY

OR
The Master Component must be 
the seatpost in a Reverb™-only AXS 
system.

For systems using a seatpost and 
front derailleur, additional  
Buttons are required. They must be 
configured in the SRAM®  
AXS mobile app.

¹ One pair of Clics™ and one pair of MultiClics™ are 
included with the VukaShift™ AXS 90.

Compatible with MatchMaker™ X.

The road front derailleur must be 
used with a road rear derailleur.

The frame must comply with 
the Frame Fit Specifications 
for the components used. 
Visit sram.com/service for 
Frame Fit Specifications.

Only one controller type 
can be paired into an AXS® 
system.

F L A T  H A N D L E B A R D R O P  H A N D L E B A R A E R O B A R  E X T E N S I O N S ¹ A E R O  H A N D L E B A R

EAGLE™ CHAIN²
CN-EAGL-XX1-A#
CN-EAGL-X01-A1
CN-EAGL-GX-A1

FLATTOP™ CHAIN
CN-RED-D1
CN-FRC-D1
CN-RIV-D1

ROAD FRONT 
DERAILLEUR

FD-RED-E-D1
FD-FRC-E-D1
FD-RIV-E-D1

DUAL MOUNT FRONT 
DERAILLEUR
FD-RED-E-D1

WIDE FRONT 
DERAILLEUR

FD-FRC-EW-D1
FD-RIV-EW-D1

Choose the System Contoller(s) and the optional 
System Component(s) to pair with your Master 
Component for a customized bicycle experience.

Component Compatibility

Required: 
Optional:  

²All EAGLE Chains, Cassettes, 
and Cranksets are compatible 
with Eagle AXS Rear Derailleur.

³44T MAX road rear derailleurs are 
compatible with specified road 1x 
cranksets only. #= Numeral may vary.     


